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SMT Shielded Power Inductors
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& Product ldentification & Applications
—SDLF7055 - —Note PC power system, incl. IMVP-6
1 2 3 —DG/DC Converters, etc.

(Ex. SDLF7055-1R5N)

1—SMT Shielded Power Inductors

2— Inductance ¢ Introduction
3—Tolerance ( K:10%, L:15%, M:20%, N:30%) —Soft saturation.

—High current, low DCR, high efficiency.

—Very low acoustic noise and very low leakage flux noise.
—High reliability.

—100% Lead (Pb)-Free and RoHS compliant.

—Operating temperature -55"+125°C (Including self — temperature rise)

& Dimensions Unit: mm
Type A B C D
SDLF7055 7.0+0.3 7.0+£0.3 5.8 MAX 20TYP

@ Design as Customer’ s Requested Specifications.
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& Electrical Characteristics

SDLF7055 Type

San Ding Part No. Indtx‘i:'t_la)nce Tolerance Test Freq. DCI\I/QI(AT(Q) Is.?\t((? )
SDLF7055-1R5N 15 +30% 100KHz/0.25V 23 6.20
SDLF7055-2R2N 2.2 +30% 100KHz/0.25V 29 5.30
SDLF7055-3R3N 3.3 +30% 100KHz/0.25V 32 4.30
SDLF7055-3R9M 3.9 +20% 100KHz/0.25V 34 4.00
SDLF7055-4R7M 47 +20% 100KHz/0.25V 37 3.60
SDLF7055-6R8M 6.8 +20% 100KHz/0.25V 45 3.00
SDLF7055-100M 10.0 +20% 100KHz/0.25V 51 2.60
SDLF7055-150M 15.0 +20% 100KHz/0.25V 67 2.10
SDLF7055-180M 18.0 +20% 100KHz/0.25V 74 1.90
SDLF7055-220M 22.0 +20% 100KHz/0.25V 84 1.70
SDLF7055-330M 33.0 +20% 100KHz/0.25V 114 1.40
SDLF7055-470M 47.0 +20% 100KHz/0.25V 169 1.20
SDLF7055-680M 68.0 +20% 100KHz/0.25V 260 0.90
SDLF7055-101M 100.0 +20% 100KHz/0.25V 381 0.80
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& Packaging Information

(1) Tape Packaging Dimensions (Unit: mm)
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Taping Drawings (UNIT:mm)

Sprocket Hole O O

Chip Cavity

Embossment
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#iF: FakmgEE, EENRINET 400muMIN, 5 EEJ9 200mmMIN.
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(2) Reel Dimensions (Unit: mm)

860.00+0.30

©8179.00%0.50

(3) Peel force of top cover tape
The peel speed shall be about 300mm/minute

The peel force of top cover tape shall be between 0.1 to 1.3 N
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Top cover tape / \\
B !
fSSS S S A S /'/
\\
" Base tape
(4) Reel Label
Label on the reel
* Customer's part Number
* Lot Number *;:gég

* Quantity

* date code

Shipping Label

* Customer's part Number

* Manufacturer's part Number

* Quantity

e date code
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(5) PACKING LIST / &A%

1, ST 13" (E1R 330mm) #HE: 1000PCS/ &

2, BHREE (BREEE, AT~ @EE

3. NEHHFE: 34cm*6. 5cm*33. 5cm = : 2000PCS/ &

?5

SN Diyg ] 4, SNFERAR: 36ecm*35cm*29cm = : 8000PCS/#E
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