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SMT Shielded Power Inductors

FRONT VIEW SIDE VIEW BOTTOM VIEW

APPEARANCE DRAWING SCHEMATIC RECOMMEND PC BOARD PATTERN

◆ Dimensions Unit： mm

Type A B C D

SDR125B 12.5±0.5 11.5±0.5 5.9 MAX 4.0 TYP

◆ Design as Customer’s Requested Specifications.

◆ Applications

－Note PC power system，incl. IMVP-6

－DC/DC Converters, etc.

◆Introduction

－Soft saturation.

－High current，low DCR，high efficiency.

－Very low acoustic noise and very low leakage flux noise.

－High reliability.

－100% Lead(Pb)-Free and RoHS compliant.

－Operating temperature -55~+125℃(Including self - temperature rise)

◆ Product Identification

－SDR125B -

1 2 3

（Ex. SDR125B-4R7N）

1－SMT Shielded Power Inductors

2－Inductance

3－Tolerance( K:10%, L:15%, M:20%, N:30%)
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◆ Electrical Characteristics

SDR125B Type

San Ding Part No. Inductance
(μH) Tolerance Test Freq. DCR(mΩ)

MAX
Isat(A)
TYP

SDR125B-4R7N 4.7 ±30% 100KHz/0.25V 30 3.50

SDR125B-8R2N 8.2 ±30% 100KHz/0.25V 40 2.95

SDR125B-100M 10.0 ±20% 100KHz/0.25V 50 2.65

SDR125B-120M 12.0 ±20% 100KHz/0.25V 55 2.50

SDR125B-150M 15.0 ±20% 100KHz/0.25V 60 2.45

SDR125B-180M 18.0 ±20% 100KHz/0.25V 65 2.40

SDR125B-220M 22.0 ±20% 100KHz/0.25V 70 2.20

SDR125B-270M 27.0 ±20% 100KHz/0.25V 80 2.00

SDR125B-330M 33.0 ±20% 100KHz/0.25V 110 1.65

SDR125B-470M 47.0 ±20% 100KHz/0.25V 120 1.50

SDR125B-560M 56.0 ±20% 100KHz/0.25V 150 1.38

SDR125B-680M 68.0 ±20% 100KHz/0.25V 170 1.26

SDR125B-820M 82.0 ±20% 100KHz/0.25V 200 1.14

SDR125B-101M 100.0 ±20% 100KHz/0.25V 250 1.05
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◆ Packaging Information

(1) Tape Packaging Dimensions（Unit：mm）

Taping Drawings (UNIT:mm)

备注：产品编好带后，卷盘的最外层为 400mmMIN,最里层为 200mmMIN.

W 24

P 12
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(2) Reel Dimensions（Unit：mm）

(3) Peel force of top cover tape

The peel speed shall be about 300mm/minute

The peel force of top cover tape shall be between 0.1 to 1.3 N

(4) Reel Label

Label on the reel

• Customer's part Number

• Lot Number

• Quantity

• date code

Shipping Label

• Customer's part Number

• Manufacturer's part Number

• Quantity

• date code
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（5）PACKING LIST / 包装方式：

1、卷盘规格：13'(直径 330mm) 数量：500PCS/卷盘

2、塑封袋包装（包裹卷盘，有利于产品保存）

3、内盒规格：34cm*6.5cm*33.5cm 数量：1000PCS/盒

4、外箱规格：36cm*35cm*29cm 数量：4000PCS/箱

作业说明：当尾数箱不足一整箱时需用内盒或填充物装满

Label


